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PAC-CLAD
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FEREBEE HOPE CAMPUS
3999 8TH STREET SE, WASHINGTON, DC

JUNE 9, 2020HUGHES GROUP ARCHITECTS

ENTRY PERSPECTIVE

BUILDING ENVELOPE
HIGH PERFORMANCE ENVELOPE CONSTRUCTION

BRICK CLADDING
BRICK CLADDING IS DURABLE, LONG LASTING, AND REQUIRES LITTLE 
MAINTENANCE.

TRANSLUCENT GLAZING

GLAZING

TRANSLUCENT GLAZING STOREFRONT SYSTEM AT SOUTHERN FACING 
WINDOWS IN GYMNASIUM TO REDUCE GLARE.

SECURITY- ENTRY PROCEDURES
ALL VISITORS PASS THROUGH A SECURITY VESTIBULE TO BE GREETED, 
AND CHECKED IN. 

ENTRANCE DOORS
ENTRANCE DOORS TO HAVE DURABLE, INTRUDER RESISTANT HARDWARE.

TREES
NEW LARGE STREET TREES ALONG YUMA STREET SE

SECURITY- LIGHTING AND CAMERAS
EXTERIOR LIGHTING AND SECURITY CAMERAS WILL BE PROVIDED AT ALL 
SITE ACCESS POINTS AND AROUND BUILDING PERIMETER.
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GLAZING. GLAZING TO BE ARGON FILLED, INSULATED CLEAR GLASS 
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ALUMINUM COMPOSITE PANEL CLADDING
ALUMINUM COMPOSITE PANELS AND COPINGS ARE IMPACT RESISTANT 
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GLAZED BRICK CLADDING
GLAZED BRICK IS USED TO HIGHLIGHT THE ENTRY AREA AND CREATE A 
PEDESTRIAN SCALE ALONG YUMA STREET SE
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BELDEN BRICK
TRAFFIC YELLOW

BRICK CLADDING GLAZING

MATERIALS USED

KAWNEER
ALUMINUM STOREFRONT SYSTEM
DOVE GRAY

GENERAL SHALE
NIAGARA MIST VELOUR

ALUMINUM COMPOSITE METAL
NORTHCLAD
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Flat Lock PanelsHPL Panels Translucent PanelsAluminum StorfrontBrick Veneer
White to Light Gray 

Tones

Composite Metal Panels
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Existing Condition

FEREBEE HOPE CAMPUS
3999 8TH STREET SE, WASHINGTON, DC

JUNE 9, 2020HUGHES GROUP ARCHITECTS

PARTNER SPACE PERSPECTIVE

BUILDING ENVELOPE

BRICK CLADDING
BRICK CLADDING IS DURABLE, LONG LASTING, AND REQUIRES LITTLE 
MAINTENANCE.

GLAZING

TREES
NEW LARGE STREET TREES ALONG YUMA STREET SE

SECURITY- LIGHTING AND CAMERAS
EXTERIOR LIGHTING AND SECURITY CAMERAS WILL BE PROVIDED AT ALL 
SITE ACCESS POINTS AND AROUND BUILDING PERIMETER.

SIGNAGE
ALUMINUM PIN MOUNTED SIGNAGE TO MATCH MULLION COLOR.

HIGH PERFORMANCE ENVELOPE CONSTRUCTION

HIGH PERFORMANCE STOREFRONT SYSTEM WITH VIRACON VRE-43 
GLAZING. GLAZING TO BE ARGON FILLED, INSULATED CLEAR GLASS 
WITH SINGLE COMPONENT THERMO SPACER.

TRANSLUCENT GLAZING
TRANSLUCENT GLAZING STOREFRONT SYSTEM AT EASTERN FACING 
WINDOWS IN FAMILY POOL TO REDUCE GLARE.

ALUMINUM COMPOSITE PANEL CLADDING

ALUMINUM COMPOSITE PANELS AND COPINGS ARE IMPACT RESISTANT 
AND LONG LASTING.

GLAZED BRICK CLADDING
GLAZED BRICK IS USED TO CREATE A PEDESTRIAN SCALE ALONG YUMA 
STREET SE

MATERIALS USED

RIBBED METAL PANEL
PAC-CLAD
STONE WHITE

GLAZED BRICK CLADDING
BELDEN BRICK
TRAFFIC YELLOW

BRICK CLADDING GLAZING
KAWNEER
ALUMINUM STOREFRONT SYSTEM
DOVE GRAY

GENERAL SHALE
NIAGARA MIST VELOUR

ALUMINUM COMPOSITE METAL
NORTHCLAD
BONE WHITE

Proposed Design - Community Recreation Center Rendering
Partner Spaces - Yuma St SE +

CFleishel
Text Box
TAYLORALPINE GREY
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Existing Condition

FEREBEE HOPE CAMPUS
3999 8TH STREET SE, WASHINGTON, DC

JUNE 9, 2020HUGHES GROUP ARCHITECTS

FIELD PERSPECTIVE

BUILDING ENVELOPE

BRICK CLADDING
BRICK CLADDING IS DURABLE, LONG LASTING, AND REQUIRES LITTLE 
MAINTENANCE.

GLAZING

HIGH PERFORMANCE ENVELOPE CONSTRUCTION

HIGH PERFORMANCE STOREFRONT SYSTEM WITH VIRACON VRE-43 
GLAZING. GLAZING TO BE ARGON FILLED, INSULATED CLEAR GLASS 
WITH SINGLE COMPONENT THERMO SPACER.

TRANSLUCENT GLAZING
TRANSLUCENT GLAZING STOREFRONT SYSTEM AT WESTERN FACING 
WINDOWS IN GYMNASIUM TO REDUCE GLARE.

ALUMINUM COMPOSITE PANEL CLADDING

RIBBED METAL PANEL CLADDING

RIBBED METAL PANEL CLADDING IS AFFORDABLE, DURABLE AND 
IMPACT RESISTANT

ALUMINUM COMPOSITE PANELS AND COPINGS ARE IMPACT RESISTANT 
AND LONG LASTING.

GLAZED BRICK CLADDING
GLAZED BRICK IS USED TO HIGHLIGHT THE ACTIVITY WITHIN THE 
MULTIPURPOSE ROOM AND GYMNASIUM

SECURITY- LIGHTING AND CAMERAS
EXTERIOR LIGHTING AND SECURITY CAMERAS WILL BE PROVIDED AT ALL 
SITE ACCESS POINTS AND AROUND BUILDING PERIMETER.

MATERIALS USED

RIBBED METAL PANEL
PAC-CLAD
STONE WHITE

GLAZED BRICK CLADDING
BELDEN BRICK
TRAFFIC YELLOW

BRICK CLADDING GLAZING
KAWNEER
ALUMINUM STOREFRONT SYSTEM
DOVE GRAY

GENERAL SHALE
NIAGARA MIST VELOUR

ALUMINUM COMPOSITE METAL
NORTHCLAD
BONE WHITE

Proposed Design - Community Recreation Center Rendering
Northwest Corner +

CFleishel
Text Box
TAYLORALPINE GREY
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Proposed Design - Community Recreation Center Rendering
Entry Lobby and Gymnasium
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Family Pool



805  15TH  STREET NW // SUITE #430 // WASHINGTON, DC // 20005
202.939.0027 (T) // 202.939.0270 (F) // WWW.STUDIO27ARCH.COM

STUDIOTWENTYSEVENARCHITECTUREFerebee Hope Community Recreation Center
700 Yuma Street SE | Washington, DC
November 05, 2020

UP

1

1

2

2

3

3

5

5

B

D

E

1.3 1.5 1.9

6

6

7

7

8

8

9

9

F F

C

C.6

1' - 1 1/2" 18' - 0" 15' - 4" 15' - 4" 14' - 4" 1' - 0" 15' - 0" 15' - 4" 15' - 4" 20' - 8" 53' - 0" 1' - 2" 22' - 0" 22' - 0" 22' - 0" 21' - 6" 1' - 2"

MULTIPURPOSE
ROOM

124

MAIN GYM
118

FITNESS
STORAGE

120

MP
STORAGE

121

DATA / IT
123

FITNESS
ROOM

119

GYM
STORAGE

117 TECHNOLOGY
LOUNGE

116

LOBBY
102

ADMIN
OFFICE

104

SAFETY
CENTER

105

RESTROOM
106

WOMEN'S
LOCKER

109

POOL
STORAGE

111

FILTER
ROOM

113

MECH
ROOM

114

POOL DECK
112

CC
110

VESTIBULE
101

MEN'S
LOCKER

108

ELECT
ROOM

115

MAIN
CORRIDOR

103

8'
 - 

6"
74

' -
 0

"
8'

 - 
2 

3/
4"

ZERO DEPTH ENTRY

STORAGE
113A

STORAGE
113B

6"

BASKETBALL - 42' X 75"

WARMING
KITCHEN

122

RESTROOM
106B

PUMP PIT

6"

FAMILY
POOL
112A

LINEAR FLOOR DRAIN

6"

2' - 0"

1' - 1 1/2" 10' - 0" 12' - 7" 12' - 7" 12' - 7" 12' - 7" 39' - 8" 30' - 4" 53' - 0" 1' - 2"

6"

2.1

AA

10"

AD
A 

BE
N

C
H

4

4

AD
A 

BE
N

C
H

21' - 2" 6"

7' - 10"

34
' -

 0
"

11
' -

 4
"

23
' -

 4
"

14
' -

 0
"

6"

10' - 0" 9' - 8" 9' - 8"
7' - 10"

2' - 0"
10"

9' - 0 3/8" 7' - 5 5/8"

7' - 0"

6'
 - 

4"

10' - 0"

3'
 - 

4"
8'

 - 
10

"
11

' -
 2

"
30

' -
 1

0"
10

' -
 2

"
6"

11' - 0" 9' - 3" 12' - 9" 9' - 4" 11' - 8"

13
' -

 0
"

4'
 - 

4"

5'
 - 

0"
9'

 - 
6"

5'
 - 

0"
8'

 - 
10

"
5'

 - 
0"

8"

10
' -

 8
"

60
' -

 0
"

10
' -

 0
"

D.6

39
' -

 6
"

1'
 - 

2"
11

' -
 9

"
11

' -
 9

"
11

' -
 9

"
11

' -
 9

"
5'

 - 
8"

9'
 - 

0"

1'
 - 

2"

3'
 - 

0"

3' - 6"

2.5 2.7 3.3

0S5140S514

0S514

0M080

0M120 0S514

0S5140S514

0S514

0S514

0S514

0S514

0M120

1M080

1M080

WATER
SERVICES

ROOM
125

17
' -

 1
0"

0S514

0S514 0S714 0S514

0S514

0S514

0S714

6"

0S5140S514

5' - 0" 5' - 0"

-1"

0"

0" -1"

-1/2"

0"

0"

-1"

0"

-1/2"

A.7

11
' -

 0
"

POOL WORK POINT

6"

B.7

1'
 - 

2"
9'

 - 
0"

25
' -

 8
"

22
' -

 6
"

12
' -

 4
"

5'
 - 

2"
17

' -
 0

"
1'

 - 
2"

C.5

0"

0"

0"

0"

0"0"

1.2

1.2

1.4

1.4

1.6

1.6

1.8

1.8

C.4

C.8

3.4

4'
 - 

8"
1'

 - 
5"

1 
1/

4" 10' - 0"

10' - 0" 12' - 7" 12' - 7" 12' - 7" 12' - 7" 3' - 8"

1' - 4"

2'
 - 

2"

1' - 4"

6"

6"1' - 0"

1'
 - 

0"

0F414

10"

1'
 - 

0"

0F414

4' - 5"

20' - 8"
3' - 8"

10' - 0" 10' - 0"

13' - 1" 8' - 3" 1' - 4" 20' - 8" 1' - 4" 20' - 8" 1' - 4" 20' - 0" 2' - 0"

PARTNERING
SPACE 1

131

PARTNERING
SPACE 2

132

PARTNERING
SPACE 3

133

PARTNERING
SPACE 4

134

ROOF
ACCESS

135

13
' -

 4
" 

21
' -

 8
" 

6' - 0" 6' - 0" 1' - 2"

0"

6"

6'
 - 

4"
5'

 - 
4"

6'
 - 

4"
14

' -
 8

"

185' - 7 1/2" 88' - 8"

10
' -

 8
"

94
' -

 0
"

6" 10" 8' - 2" 42' - 4" 8' - 0" 2' - 0" 35' - 5" 4' - 1" 7' - 10" 37' - 8" 6' - 4" 31' - 10"

10
' -

 2
"

53
' -

 1
0"

40
' -

 8
"

64' - 1 1/2" 121' - 6" 88' - 8"

1' - 11 1/2"
8' - 2" 55' - 4" 14' - 0" 1' - 4" 14' - 0" 1' - 4" 14' - 0" 1' - 4" 14' - 0"

1' - 4"

3' - 6" 39' - 0" 3' - 0" 13' - 4"

1' - 5"
6' - 4" 5' - 2" 6' - 4" 29' - 7" 3' - 4"

4 3/8"

0M120

100' - 0"

103' - 4"

6"

3' - 0"

5'
 - 

0"

21' - 2"

2' - 0"

10" 8' - 2"

45' - 6" 7' - 6"

1' - 2" 54' - 2"

12' - 8"

-4"

4"
-2 1/2"

5'
 - 

8"

6' - 4"

5' - 10" CLR

A1
A702

A1
A703

C1
A721

C6
A721

C1
A703

B6
A721

3

2

2

1

1

2

BB

AA

PUMP PIT

6"

21
' -

 8
"

92' - 0"

92' - 0"

STRUCTURE ABOVE

FILL VOID WITH SOUND ATTENUATION 
INSULATION AND CONTINUOUS 
ACOUSTICAL SEALANT EACH SIDE

TOP OF STRUCTURAL SLAB

BASE JOINT GROUTED SOLID

HEAD

PLAN

BASE

CONCRETE MASONRY UNIT (CMU) WITH JOINT
REINFORCEMENT EVERY 2 COURSES

"A" OVERALL DIMENSION

DESIGNATION "S" MODIFIER

NON-LOAD BEARING
NON-RATED CONCRETE MASONRY PARTITION0M

STRUCTURE ABOVE

REFER TO TYPICAL HEAD OF WALL FIRESTOP DETAIL

TOP OF STRUCTURAL SLAB

BASE JOINT GROUTED SOLID

HEAD

PLAN

BASE

CONCRETE MASONRY UNIT (CMU) WITH JOINT
REINFORCEMENT EVERY 2 COURSES

"A" OVERALL DIMENSION

DESIGNATION "S" MODIFIER

NON-LOAD BEARING
1-HOUR RATED CONCRETE MASONRY PARTITION1M

STRUCTURE ABOVE

CONTINUOUS ACOUSTICAL SEALANT EACH SIDE

CONTINUOUS STEEL RUNNER

(1) LAYER OF  5/8" GYPSUM BOARD EACH SIDE

STEEL STUD FRAMING

SOUND ATTENUATION BLANKET AS SCHEDULED 
BELOW, INSTALL ONLY WHERE INDICATED 
IN FLOOR PLANS BY PARTITION TAG WITH 
"S" MODIFIER

TOP OF STRUCTURAL SLAB

CONTINUOUS ACOUSTICAL SEALANT EACH SIDE

CONTINUOUS STEEL RUNNER

"A" - OVERALL DIMENSION

HEAD

PLAN

BASE

DESIGNATION "S" MODIFIER

"e" WEB STIFFENERS REQUIRED AT ENDS.

NON-LOAD BEARING - (1) LAYER 5/8" GYPSUM BOARD, EACH SIDE
NON-RATED STEEL FRAMED PARTITION0S

STRUCTURE ABOVE

CONTINUOUS ACOUSTICAL SEALANT EACH SIDE

CONTINUOUS STEEL RUNNERS

CERAMIC TILE ON 1/2" CEMENT TILE BACKER UNIT 
ON ONE  OR BOTH SIDES - REFER TO FINISH PLANS /
SCHEDULE

STEEL RUNNER OR 12" WIDE GYPSUM BOARD
BRACING SPACED VERTICALLY @ 48" O.C. MAXIMUM

SOUND ATTENUATION BLANKET AS SCHEDULED 
BELOW, INSTALL ONLY WHERE INDICATED 
IN FLOOR PLANS BY PARTITION TAG WITH 
"S" MODIFIER

TOP OF STRUCTURAL SLAB

CONTINUOUS SEALANT EACH SIDE

CONTINUOUS STEEL RUNNER

HEAD

PLAN

BASE

5/8" GYPSUM BOARD ONE SIDE WHEN INDICATED ON
FINISH PLANS  / SCHEDULE

STEEL STUD FRAMING

.

OVERALL DIMENSION VARIES - SEE PLAN, 
24" MAXIMUM DIMENSION

"A" DIMENSION

"e" WEB STIFFENERS REQUIRED AT ENDS.

DESIGNATION "S" MODIFIER

NON-LOAD BEARING - TILE ON 1/2" CEMENT BACKER BOARD
NON-RATED STEEL FRAMED CHASE WALL0C

STRUCTURE ABOVE

CONTINUOUS ACOUSTICAL SEALANT 

CONTINUOUS STEEL RUNNER

(1) LAYER OF  5/8" GYPSUM BOARD 

STEEL STUD FRAMING

SOUND ATTENUATION BLANKET AS SCHEDULED 
BELOW, INSTALL ONLY WHERE INDICATED 
IN FLOOR PLANS BY PARTITION TAG WITH 
"S" MODIFIER

TOP OF STRUCTURAL SLAB

CONTINUOUS ACOUSTICAL SEALANT

CONTINUOUS STEEL RUNNER

HEAD

PLAN

BASE

"A" OVERALL DIMENSION

STEEL CHANNEL BRIDGING @ 48" O.C.
VERTICALLY

"e" WEB STIFFENERS REQUIRED AT ENDS.

DESIGNATION "S" MODIFIER

NON-LOAD BEARING - (1) LAYER 5/8" GYPSUM BOARD, ONE SIDE ONLY
NON-RATED STEEL FRAMED ONE SIDED PARTITION0F

PARTITION TYPE DESIGNATION

HOURLY RATING
0

PARTITION LABELING LEGEND

0 HOURS

1 HOUR

2 HOURS

3 HOURS

1

2

3

4 HOURS4

SMOKES

2 S 438 SW

HOURLY RATING

CORE STRUCTURE

OVERALL PARTITION THICKNESS

MODIFICATION  DESIGNATIONS

S STEEL STUD

WOOD STUD

CONCRETE MASONRY UNIT

FURRING

W

M

F

SHAFT WALL - STEEL STUDX

CHASE WALLC

CORE STRUCTURE

MODIFICATION DESIGNATIONS
ADD 1/2" CEMENT BOARD LAYER TO SURFACE OF SCHEDULED 
PARTITION IN AREAS TO RECEIVE TILE

C

I

W

M

P

S

T

X

Y

SUBSTITUTE THE OUTSIDE FACE LAYER OF THE SCHEDULED 
GYPSUM BOARD WITH IMPACT RESISTANT GYPSUM BOARD OF 
EQUAL THICKNESS AND FIRE RATING

SUBSTITUTE SCHEDULE GYPSUM BOARD WITH GLASS MAT. 
WATER RESISTANT BACKING PANEL GYPSUM BOARD OF EQUAL 
THICKNESS AND FIRE RATING IN AREAS TO RECEIVE TILE

PROVIDE CONTINUOUS STEEL SECURITY MESH ATTACHED TO 
FACE OF STUDS

PARTIAL HEIGHT WALL - REFER TO "P" MODIFIER DETAIL

SOUND ATTENUATION REQUIRED - COMPLY WITH SCHEDULED 
STC RATING AND TESTING ASSEMBLY REQUIREMENTS

EXTEND GYPSUM WALL BOARD TO ABOVE THE FINISH CEILING -
REFER TO "T" MODIFIER DETAIL BELOW FOR ADDITIONAL 
INFORMATION

EXTEND PARTITION TO ABOVE FINISH CEILING AND BRACE TO 
STRUCTURE - REFER TO "X" MODIFIER DETAIL BELOW FOR 
ADDITIONAL INFORMATION

EXTEND PARTITION TO UNDERSIDE OF FINISH CEILING, ADD 
SOUND ATTENUATION ABOVE CEILING - REFER TO "Y" MODIFIER 
DETAIL BELOW FOR ADDITIONAL INFORMATION
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DIMENSIONS PLAN

A102

A102 1/8" = 1'-0"
A1 DIMENSIONS - FIRST FLOOR PLAN

A102 1/8" = 1'-0"
C1 DIMNESION PLAN - SURGE TANK & SUMP PIT

NO. "A" DIM. FIRE
TEST

0M080 15 5/8"
0M040 3 5/8" N/A
0M060 5 5/8" N/A
0M080 7 5/8" N/A
0M120 11 5/8" N/A

STC
CLASS

45
47
50
55

NO. "A" DIM. FIRE
TEST

1M060 5 5/8" U906
1M080 7 5/8" U906

STC
CLASS

47
50

NO. STUD
SIZE

"A" DIM. GA O.C.
MAX

FIRE TEST LIMITING
HEIGHT
(5 psf)

DEFL.

4" 25
20

24"
16"

-
-

10'-5"e
16'-8"

L/240
L/240

6" 20
20

24"
16"

-
-

18'-11"
22'-11"

L/240
L/240

STC
CLASS

(NOTE _)

SOUND TEST SAB

51
-

RAL-TL-90-166
-

3"
-

51
-

RAL-TL-90-166
-

3"
-

NO. STUD
SIZE

"A" DIM. GA O.C.
MAX

FIRE TEST LIMITING
HEIGHT
(5 psf)

DEFL.

0C414 3-5/8" 4 1/4" 25
20

24"
16"

-
-

9'-11"e
15'-6"

L/240
L/240

STC
CLASS

(NOTE _)

SOUND TEST SAB

-
60

-
SA-840524

-
3"

NO. STUD
SIZE

"A" DIM. GA O.C.
MAX

FIRE TEST LIMITING
HEIGHT
(5 psf)

DEFL.

0C414 3-5/8" 4 1/4" 25
20

24"
16"

-
-

9'-11"e
15'-6"

L/240
L/240

STC
CLASS

(NOTE _)

SOUND TEST SAB

-
60

-
SA-840524

-
3"

N

GENERAL NOTES

1. REFER TO A101 FOR ADDITIONAL PLAN NOTES.

2. REFER TO A103 FOR PARTITION TYPES.

3. DIMENSIONS MEASURE FROM FINISH FACE OF PARTITION 
OR COLUMN CENTER LINE UNLESS NOTED OTHERWISE.

4. ARCHITECTURAL FIRST FLOOR ELEVATION OF 100' - 0" IS 
EQUIVALENT TO CIVIL FIRST FLOOR ELEVATION OF 165.33'.

5. ALL PARTITIONS EXTEND TO THE UNDERSIDE OF THE 
METAL DECK ABOVE UNLESS NOTED OTHERWISE. REFER 
TO A103 FOR TOP OF WALL DETAILS.

6. ALL OUTSIDE CORNERS OF EXPOSED CMU PARTITIONS 
SHALL BE BULLNOSE. 

PLAN NOTES

1. LIMITS OF 4" DEPRESSION OF SLAB ON GRADE. PROVIDE 
TOPPING SLAB TO CREATE FLOOR SLOPES AS INDICATED. 
COORDINATE WITH SCHEDULED FLOOR FINISH.

2. LIMITS OF NOMINAL 2 1/2" SLAB DEPRESSION FOR WOOD 
SPORTS FLOOR. VERIFY ACTUAL DEPTH REQUIRED WITH 
SELECTED FLOORING MANUFACTURER PRIOR TO PLACING 
SLAB. 

3. LIMITS OF NOMINAL 1 1/2" SLAB DEPRESSION FOR ENTRY 
MAT SYSTEM. VERIFY ACTUAL DEPTH REQUIRED WITH 
SELECTED ENTRY MAT MANUFACTURER PRIOR TO 
PLACING SLAB. 

##

1HR F-R RATED PARTITION (UL# 
906)

NO. DATE DESCRIPTION

Proposed Design - Community Recreation Center - Floor Plan +




